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Soap System ....Continued

Parts List — Soap System
ITEM PART NO DESCRIPTION QTY
1 240-001 SOAP TANK 1
2 169-989 HOSE 5/8 ID *
3 146-040 HOSE CLAMP
4 169-916 MALE FITTING 1

1

5 110-093 NUT 1
6 142-002CJ WASHER 1
7 153-174 FILLER 1
8 136-011 SOAP FILLER CAP 1
9 R68-600021 TUBE VENT 3/16 *
10 136-049 SOAP TANK CAP 1
11 269-1832 BULKHEAD FITTING 1
12 R68-800002 TUBE SUPPLY 1/2 *
13 269-1833 TEE 1
14 110-115 NUT 2
15 142-002CB WASHER 2

16 S52-109 SOAP VALVE BODY ASSY 2
17 S09-083 SOAP VALVE 2
18 130-142 SOAP FILLER CAP WRENCH 1

19 161-026 NUT

20 142-002AV WASHER

21 269-1834 FERRULE

22 R68-600012 TUBE

23 S50-409 COMPLETE SOAP SYSTEM (incl. items 1-22) 1
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SOAP RECOMMENDATIONS
Quality soap dispensers require good quality soap and periodic maintenance to properly operate. Bradley soap
dispensers will provide dependable, consistent operation over the long term when soap with reasonable viscos-
ity and pH levels are used and when a minimal amount of periodic maintenance is performed on the valves.
Soap thickness is determined by a measurement called viscosity. Soap viscosity should be between 100 cps
(centerpoise) and 2500 cps for all Bradley soap dispensers. Thinner soaps are perceived by the users as being
"watered down" so users tend to take more than they need, resulting in waste. Thick soaps flow slower and
inhibit the "flushing" action of the valves, which allows the soap to congeal in the valve and cause clogs.
The pH (acid) level of the soap should be in the range of 6.5 to 8.5. More acidic soaps (pH levels lower than
6.5) will corrode metal parts (even stainless steel!!) and degrade rubber and plastic components. They will also
cause skin irritation. Most inexpensive soaps (typically the pink lotion type) fall into this acidic category and
will eventually cause valve failure and metal corrosion. Base soaps (pH levels higher than 8.5) will cause
swelling or degradation of rubber and plastic parts and skin irritation.
Generally, any quality soap meeting the viscosity and pH guidelines above will work well with Bradley soap
dispensers. PCMX or Isapropanol based antibacterial soaps (within viscosity and pH limits) will also work
with Bradley dispensers. Soaps satisfying these basic guidelines will provide consistent flow and reduce clogs.
Most soap dispenser problems are caused by soap that is too thick or corrosive, or by a lack of maintenance.
Many soaps come in concentrate form which must be diluted with water. Often, the soap is improperly diluted
or used straight out of the bottle, which causes clogging and valve failure. If proper soap is being used, valves
that have never been cleaned are usually the source of dispensing problems. Bradley has entered into an agree-
ment with Champion Brand Products to provide additional customer service for purchasers of our dispensers
regarding soap issues. They are very helpful and can get to the bottom of almost any soap dispenser related
problem. They also sell an excellent "Bradley approved" soap. Please see Soap Instruction Sheet 215-1286
for details about soap valve cleaning or how to contact Champion. With proper maintenance and soap, Bradley
dispensers will provide long term, trouble free operation.

SOAP DISPENSER MAINTENANCE INSTRUCTIONS

Multi-Fount Washfountains
Bradley soap dispensers will provide dependable, consistent operation over the long term when the proper
soap is used and when a minimal amount of periodic maintenance is performed on the valves. Valves must be
maintained (cleaned) to function properly. 
To ensure proper operation of your soap dispenser, follow these instructions:
• Once per month, remove the cap from the soap tank and insert the draw tube (below the cap) into hot water 

and soak it for 30 minutes.
• Push valve at least 20 times while it is soaking.
• Flush soap reservoir with hot water while valve is soaking.
In cases of extreme clogging, the valve should be disassembled and the parts should be soaked in hot water or
cleaning solution to restore proper functioning. Soap dispensers that will not be used for extended periods of
time (schools during summer break, etc.) should be drained, cleaned and left empty until put back into service.
Soap left on the outside of dispensers can cause discoloration and corrosion of the reservoir (even on stainless
steel units). All soap should be wiped or scrubbed off daily, then the outside of the dispenser should be rinsed
with clear water and dried with a soft cloth.

Soap System ....Continued
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Drain Spud and Strainer

2

3

1

Washfountain Bowl

Spud Locknut (part of Item 3)

Spud Washer (part of Item 3)
Note:
The rubber washer that comes
with this kit is used for certain
applications.
Discard this washer for 
this application as it is not
used on Washfountains.

1 173-023 1 Dome Strainer
2 160-248 2 Screw 10-24 x 1/2" (for strainer)
3 112-029 1 Drain Spud (includes washer & nut)

Item Part No. Qty Description

Parts List
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Pedestal Assembly
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Left Panel

Right Panel

Corner Tri Quad
Item Part No. Description Qty Qty Qty

1 186-1589 Mounting Panel 2 — —
1 186-1589 Mounting Panel — 2 —
1 186-1590 Mounting Panel — — 2

*** 2 S04-056 Upper Bracket Assembly 1 1 —
*** 2 S04-057 Upper Bracket Assembly — — 1

3 140-1011 Lower Bracket 1 1 —
3 140-1012 Lower Bracket — — 1

* 4 160-389 Screw ¼-20 8 8 8
* 5 142-002BJ Washer 4 4 4

6 146-055 Clip 1 1 1
7 S04-100 Access Panel — Standard Height 1 1 —
7 S04-095 Access Panel — Juvenile Height 1 1 —
7 S04-101 Access Panel — Standard Height — — 1
7 S04-096 Access Panel — Juvenile Height — — 1

** 8 132-031 Washer 1 1 1
** 9 147-019 Screw 1 1 1

Parts List — Pedestal

* Not Illustrated
** Access panel (Item 7) part numbers include the screw and washer.
*** Upper Bracket Assembly Includes Item 6. 
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Granito S15-109P S15-106P S15-078P S15-081P

White Marmorite S15-110P S15-107P S15-079P S15-082P

Whisper Gray Please call Bradley for ordering information

Dusty Rose Please call Bradley for ordering information

Juvenile Juvenile Standard Standard
Height Height Height Height

Color Right Panel Left Panel Right Panel Left Panel

Replacement Panel Part Numbers — MF2902, MF2903, MF2904

Replacement Pedestal Panels 

Left Panel

Right Panel
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Maintenance Instructions

NOTE: The Bradley Terrazzo Multi-Fount bowl is made of a pre-cast material that has been covered
with a polyurethane finish. With regular cleaning and periodic maintenance, the bowl will provide
years of dependable service.

Step 1: Clean bowl
IMPORTANT: Do not use scouring pads, cleansers, bowl cleaners or acidic products.

1. Wipe down the bowl daily to remove soap film and residue.
2. Once a week, give the bowl a thorough cleaning with any non-abrasive household cleaner, such

as Lysol® Tub & Tile Cleaner.
Step 2: Treat bowl

1. The bowl should be treated periodically with regular marine wax or a commercial product such
as Marble Magic™ to maintain the bowl’s shine.

4. Should the bowl’s clear surface finish become scratched or worn away, the bowl should be
recoated to prevent damage to washfountain.
• Scratches and worn spots can be touched up with marine polyurethane, available from boat and

marine supply dealers.




